
W L L GAP INNER INNER PACK
ITEM NO BOW X BOLT TONS OPENING MMHEIGTH MM WIDTH MM UNIT
902806 6 X   8 MM 0,50 13 26 19 100
902808 8 X 10 MM 0,75 13,5 29,3 21 100
902810 10 X 11 MM 1 16,8 35,5 26 100
902811 11 X 13 MM 1,5 19 42 29,5 150
902813 13 X 16 MM 2 20,6 47 33 100
902816 16 X 19 MM 3,25 27 60 42 50
902820 19 X 22 MM 4,75 31,8 71 51 30
902822 22 X 25 MM 6,5 36,6 84 58 20
902825 25 X 28 MM 8,5 42,9 95 68 15
902828 28 X 32 MM 9,5 46 108 74 10
902832 32 X 35 MM 12 51,5 119 82 8
902835 35 X 38 MM 13,5 57 131 89 5
902838 38 X 42 MM 17 60,5 148 98 5
902845 45 X 51 MM 25 73 177 127 2
902851 51 X 57 MM 35 82,5 197 146 2
902864 69 X 70 MM 55 105 267 179 1
902876 79 X 85 MM 85 127 327 200 1
902889 92 X 95 MM 120 133 372 229 1
902899 100 X 107 MM 150 140 368 254 1
902901 115 X 120 MM 200 184 398 279 1
902902 127 X 135 MM 250 216 506,5 330 1

W L L GAP INNER INNER PACK
ITEM NO BOW X BOLT TONS OPENING HEIGTH WIDTH UNIT
902713 13 X 16 MM 2 0 47 33 50
902716 16 X 19 MM 3,25 27 60 42 50
902720 19 X 22 MM 4,75 31 71 51 40
902722 22 X 25 MM 6,5 36 84 58 20
902725 25 X 28 MM 8,5 42 95 68 15
902728 28 X 32 MM 9,5 46 108 74 10
902732 32 X 35 MM 12 51 119 82 10
902735 35 X 38 MM 13,5 57 131 89 8
902738 38 X 42 MM 17 60 148 98 4
902745 45 X 51 MM 25 73 177 127 2
902751 51 X 57 MM 35 82 197 146 2
902764 69 X 70 MM 55 105 267 179 1

W L L GAP PACK
ITEM NO BOW X BOLT TONS OPENING UNIT
902613 13 X 16 MM 2 20 50
902616 16 X 19 MM 3,25 27 50
902620 19 X 22 MM 4,75 31 40
902622 22 X 25 MM 6,5 36 20
902625 25 X 28 MM 8,5 42 15
902628 28 X 32 MM 9,5 46 10
902632 32 X 35 MM 12 51,5 10
902635 35 X 38 MM 13,5 57 8
902638 38 X 42 MM 17 60 5
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aseke® LIFTING SHACKLES

INNER
HEIGTH

D SHACKLES WITH THREADED EYE BOLT

BOW SHACKLES WITH BROAD NUT AND LARGE SAFETY SPLIT PIN

BOW SHACKLES WITH THREADED EYE BOLT 

THERMIC DIFFUSION SHERADIZED GALVANIZED SURFACE TREATMENT FOR EXTENDED LIFETIME WITHOUT RUST.
SAFETY FACTOR 1:6           WLL 200T+250T = SAFETY FACTOR 1:4

PRODUCT CERTIFIED TO EN 10204-3.1,   MARKED: aseke, ID-CODE, WLL, C€

WLL 55T UPWARDS ARE PRODUCED IN ALLOY 42CrMo FOR BETTER AGING AND YIELD PROPERTIES.
PRODUCED AND TESTED ACCORDING TO US FED SPEC RR-C-271.
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PVC COVERED COPPER WIRE (AS AN ALTERNATIVE TO THE STANDARD SPLIT PINS FOR BOLT SECURING)
OUTER DIA PCS PER

ITEM NO DIA BAG
902903 5 MM 10
902904 5 MM 10

FOR SHACKLE PCS PER
ITEM NO BOLT DIA BAG
902813 X 13 MM 10
902816 X 16 + 19 MM 10
902822 X 22 - 35 MM 104,75 - 25 5,5

2 - 3,25 4,5

SHACKLE SUITABLE FOR
HOT DIP GALVANIZED SPILT PINS

WLL HOLE DIA
1,50 4,2

WIRE
MATERIAL

COPPER
ALUMINIUM

SUITABLE
FOR HOLE DIA

ALL
ALL


