
WEIGHT HOLDING POWER PL PRICE
ITEM NO. (KG) (TONNES) (TONNES) PER PIECE
906900 75 3,9 3,98
906907 750 33 20,27 PRICE

906910 1000 40 25,68 UPON

906912 1250 50 30,76 ENQUIRY

906915 1500 60 35,52
906920 2000 80 44,22
906925 2500 100 51,88
906930 3000 120 58,74

ANCHOR SHACKLE
WEIGHT INNER WIDTH PL PRICE

ITEM NO. (KG) (MM) (TONNES) PER PIECE
906703 300 56 9,98
906710 1000 91 25,75 PRICE

906715 1500 100 35,54 UPON

906720 2000 115 44,3 ENQUIRY

906725 2500 120 51,94
906730 3000 125 58,78

* The permissible deviation between the actual weight and the nominal weight of 
the anchors is +7% to -3%.
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MBL
(TONNES)

7,95

aseke™ XS-100 SHHP ANCHOR
'SUPER HIGH HOLDING POWER'', WELDED, BLACK BITUMINIZED SURFACE.

SUITABLE FOR USE ON SEA BOTTOMS OF SAND, CLAY, PEBBLES, OR MIXED STRUCTURES.
CERTIFIED ACC. TO NS 9415:2009. PRODUCT CERTIFICATE & USER MANUAL IS DELIVERED VIA ONIX.

MARKED WITH PRODUCTION BATCH NO. (ID-CODE), ASEKE, MBL.

MBL

AC-14 ANCHOR

DESIGNED FOR USE ON SEABEDS CONSISTING OF ROCK AND STONE.
CERTIFIED ACC. TO NS 9415:2009. PRODUCT CERTIFICATE & USER MANUAL IS DELIVERED VIA ONIX.

MARKED WITH PRODUCTION BATCH NO. (ID-CODE), ASEKE, MBL.

103,88
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FORGED, INCL. ANCHOR SHACKLE, BLACK BITUMINIZED SURFACE.
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